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Heater-Fan-Light Systems

These multi-function systems are designed to meet the higher operational demands of both small and large bathrooms. 
Fans incorporate a unique anti-condensate design and efficient heating system. All systems are supplied with duct, grille and wall switch.
5 year warranty.

Designer
Low Profile

Duct 
(mm)

Fan Type
Total 
Watts
(W)

Max. 
Fan 

Pressure
(Pa)

Free Air Fan 
Performance Heating Fascia Order Code

(l/s) (m3/hr)

150 2 x Centrifugal 2115 145 106 380
2 Level PTC

1100W/2000W

White FAN7020

Black FAN7021

150 Centrifugal 1100 146 69 248 1 x 1000W Halogen White FAN6577

150 Centrifugal 1080 146 99 356 1 x 1000W Halogen White FAN5876

Pro-Series
Vivo

Duct 
(mm)

Fan Type
Total 
Watts
(W)

Max. 
Fan 

Pressure
(Pa)

Free Air Fan 
Performance Heating Fascia Order Code

(l/s) (m3/hr)

125 Centrifugal 2100 115 92 330
2 Level PTC

1400W/2000W
White FAN7291

Note: Installed system performance is always influenced by duct length and layout

Heater-Fan-Light Systems

Model Cut-Out Size A B C D E F G

FAN7020
FAN7021 523 x 345 537 165 370 192 120 340 500

FAN6577 470 x 320 350 150 200 500 -

FAN5876 470 x 320 350 150 200 500 -

FAN7291 590 x 320 630 133 350 145 95 313 585
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Model
FAN7020
FAN7021

FAN6577 FAN5876 FAN7291

Supply 220-240V AC, 50Hz

Max. Load 2115W 1100W 1080W 2100W

Light
20W Panel

4000K
1500 lm

2 x 12W LED Panels
3000, 4500K, 6000K

4 x 4W LED
GU10 LED downlight

3000K
38°C

20W Panel
4000K

1900 lm

Switch Plate 5-Way (supplied) 3-Way (supplied) 3-Way (supplied) 4-Way (supplied)

Max. Operating Temp 40°C 40°C 40°C 50°C

IP Rating IPX2 IPX2 IPX2 IPX2

Exterior Grille 150mm Fixed Louvre 150mm Eggcrate 150mm Eggcrate 150mm Eggcrate

Duct 3m x 150mm 3m x 150mm 3m x 150mm 3m x 125mm

Technical




